
Landscape Wall Light Installation Steps

Installation Instruction

Notice:
1.To avoid possibility of electrical shock or fire, the installation personnel 
   must have professional electric knowledge.
2.Please wear gloves to avoid injury before installation.
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Secure the lamp body and screws
to the bracket in sequence
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Turn on the power

ON

Connect the power line, AC/DC12V input,
rehardless of positive or negative

Fix the bracket to the wall
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3. If any smoke or spark of the wire happened, please turn off the power 
    immediately and notify relevant personnel.

Attention :

Warning

1. Please check if there is any damage during shipping. If so , please contact 
    manufacturer timely.

MIN 75℃ SUPPLY CONDUCTORS
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODE BY A PERSON FAMILIAR WITH THE CONSTRUCTION AND 
OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.

2.Please read the installation instruction carefully to check whether all the 
   accessories are complete.After confirmation,then install the fixture according 
   to installation steps.

Special functions instruction:
1.Color temperature adjustable

1.The color temperature of the lamp turns to 3000K when the button is set to 3K.
2.The color temperature of the lamp turns to 4000K when the button is set to 4K.
3.The color temperature of the lamp turns to 5000K when the button is set to 5K.
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