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Indoor Pendant Cylinder

Bower Input Luminous Luminous
Voltage Flux Efficacy

30/25/20W | AC120V 2700LM 90LM

VO-TRKW30CY-120-5WAY
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familiar with the construction and operation of the product and the hazards involved.
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Read this instruction carefully before installation. Keep it for further reference. Make electrical and grounded connections in

accordance with the national electrical code and any applicable code. Always turn off the power supply before installation.
This product must be installed in accordance with the applicable installation code by a qualified electrician who is

Warranty

Viewing
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20-50° =90 =09 5 Years

qualified, DO NOT attempt installation. Contact a qualified electrician.

insulation liner or similar material.
/\ DO NOT install fixture on unstable, loose or easily breakable surface

DO NOT exert force on the surface of the fixture.

WARNING:
A\ Risk of fire or electric shock. Fixture installation requires knowledge of luminaires electrical systems. If not

A\ Risk of fire or electric shock. Suitable for wet locations. Always turn off the power supply before installation.
Risk of fire or electric shock. Suitable for non-insulated surface and frame. DO NOT cover fixture with

Wiring Diagram

L:Black
N:White
GND:Green

Installation

2.The lamp wire passes through the lamp post and is then secured
to thelamp body with a screw lock bracket.
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the ceiling plate and the other end with a nut on the bracket.
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1.Select the lamp post to be installed, tighten one end with a nut on

HoWhise

3.Screw the mounting plate to the ceiling

Lamp

Input
Green ———e——— Green
White ———e——— White
Black ———e——— Black

5.Secure the screw.Installation completed.
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